
 Aluminium T- bar section
	 Low	profile	design
	 White	powder	coating
 Hole for screw location
 Installation takes minutes

Wallboard’s Aluminium Manhole 
Frames have a low profile design 
and they can be installed in just 
minutes, for a quick and easy 
solution to ceiling access.
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Installation Instructions 

1.	Identify	the	panel	cut	out	size	from	the	table	below
2.	Measure	and	mark	the	placement	of	the	manhole	frame
3.	Cut	the	opening	in	the	sheeting	using	a	keyhole	saw	or	cut	out	tool
4.	Install	the	frame	between	ceiling	members	–	pack	out	if	necessary
5.	Secure	the	frame	with	fasteners	screwed	through	the	fixing	holes
6.	Trim	the	cut	piece	of	sheet	remaining	from	step	3	as	a	cover

Code Barcode Description Frame Size 
A X B mm

Cut Out Size 
C X D mm 

Weight 
kgs 

AMH-30 9315778002660 Aluminium Manhole Frame 325 x 325 305 x 305 0.45

AMH-45 9315778002677 Aluminium Manhole Frame 475 x 475 455 x 455 0.65

AMH-56 9315778002684 Aluminium Manhole Frame 585 x 585 565 x 565 0.80

AMH-60 9315778002691 Aluminium Manhole Frame 625 x 625 605 x 605 0.85

** 32mm return on all frames
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For more information contact Wallboard Tools:

1300 653 177 1300 657 442 sales@wallboardtools.com.au www.wallboardtools.com.au


